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Permanently fix to most surfaces including concrete, asphalt,  

timber, steel, aluminium, reconstituted plastic. 
 

Prior to Installation  

Place the Lumo product on the surface to ensure positioning for the best outcome, ensuring 

the product will not cause a slip or trip hazard. To gain the best visual impression it is  

advisable to do this at night. Photos of installations are shown at www.lumosolutions.com  
 

To Install 

1. Ensure surface is clean and clear of debris, sand and dirt.  

2. Once positioning is determined, place the Lumo products onto the surface and mark the 

surface with a marker pen or chalk around the Lumo product.  

3. If securing with fasteners, pre-drill holes into substrate using the steel template  

 provided. 

4. Apply the clear PVC Primer *(available from Lumo) to the white flat surface of the Lumo 

 product (this maximises adhesion). 

5. Apply adhesive— For smooth or rough substrates, use Unobond white adhesive*. Apply 

sparingly to ensure neat finish as the adhesive will expand during curing.  

 For asphalt and smooth surfaces, Unobond Honey Adhesive* can be used.  

 For installation to asphalt, the Honey Adhesive must be applied to both the primed Lumo 

 surface and to the asphalt for best bonding results.  

6. With adhesive applied, place the Lumo product on the marked out substrate, apply  

 pressure and slide back and forth to squeeze out the air pockets. Wipe any excess  

 adhesive from around the product with a damp cloth.  

7. Install fasteners. Note: Do not over tighten as this may cause the product to split. 
 

*Apply Primer and Adhesives in accordance with the products Material Safety Data Sheets (available on the website) 

 


